
OEM PCV meters
flow out of crankcase

Fresh air, if
blow-by is less than
PCV flow into plenum

IDLE and Low load

OEM PCV meters
flow out of crankcase

Exit to intake, if
blow-by is more than
PCV flow into plenum

High Load, no Boost

OEM PCV 
Closed

All Blow-by 
exits to intake

Boost

OEM PCV 
Closed but Leaking

All Blow-by
(plus boost leak) 

exits to intake. 

Boost,  leaking PCV

NO FLOW

OEM PCV 
Closed

All Blow-by
exits  to intake,

Catch-can filters out 
most of the oil.

Boost

NO FLOW

OEM PCV 
Closed

All Blow-by
exits  to air, 

Catch-can filters out
most of the oil.

Boost

NO FLOW

Valves
opened

NO FLOW

Low load
One-way Krank vents

Valves
closed

All Blow-by
exits to intake

Boost

NO FLOW

Krank vent

Vacuum

w/ Catch-can

O.E.M.

w/ Krank vents

Note:  Krank vents,  could also be used with Catch-cans as in 5 and 6 above

1 2

3
4

5 6

7 8

Oil could be getting into 
intake, turbos etc.

Oil could be getting into 
intake, turbos etc.

No oil in intake.

Possibly Increases 
power slightly, no 
possibility of oil leaks.

Oil could be getting into 
intake, turbos etc.

Closed


